EAST Search History 



Ref 

# 


Hits 


Search Query 


DBS 


Default 
Operator 


Plurals 


Time Stamp 


LI 


2 


"6721299".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBiv|_TDB 


OR 


ON 


2006/02/27 11:38 


L2 


2 


adaptive adj searcher and cdma 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBI^_TDB 


OR 


ON 


2006/02/27 11:38 


L3 


17 


adaptive adj searcher 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:38 


L4 


69 


adaptive with (searcher or (path adj 
search)) and cdma 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:38 


L5 


26 


(feedback and ((path adj search) or 
searcher)).clm. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:38 


L6 


5 


(feedback and ((path adj search) or 
searcher) and (multipath or (multi 
adj path))).clm. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:38 


1 L7 

1 


1428 


pilot adj symbol 


US-PGPUB" 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11-38 


L8 


4090 


channel adj estimation 


US-PGPUB; 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11:38 


L9 


731 


L7 and L8 


US-PGPUB; 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11:38 
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LIO 


736 


375/144 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWEIMT; 
IBiv|_TDB 


OR 


OFF 


2006/02/27 11:38 


Lll 


45 


L9 and LIO 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


OFF 


2006/02/27 11:38 


L12 


1468 


375/148 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM.TDB 


OR 


OFF 


2006/02/27 11:38 


L13 


5783 


( oath adi search^ or searcher 


US-PGPUB; 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11 '38 


L14 


1428 


Dilot adi svmbol 


US-PGPUB: 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11-38 

i 

i 


L15 


4090 


channel adj estimation 


US-PGPUB; 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11-38 


L16 


86 


L13 and L14 and L15 


US-PGPUB; 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11:38 


L17 


837 


375/149 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBI^_TDB 


OR 


OFF 


2006/02/27 11:38 


L18 


2692 


375/130 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM TDB 


OR 


OFF 


2006/02/27 11:38 


L19 


2288 


370/441 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


OFF 


2006/02/27 11:38 

! 


L20 


2023 


370/442 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


OFF 


IQQemin 11:38 
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L21 


0 


L16 and L20 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWEIMT; 
IBM_TDB 


OR 


OFF 


2006/02/27 11:38 


L22 


1767 


path adj search 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


OFF 


2006/02/27 11:38 


L23 


31233 


spread adj spectrum 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBI^JTDB 


OR 


OFF 


2006/02/27 11:38 


L24 


2075 


pilot adj symbol 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBIV1_TDB 


OR 


OFF 


2006/02/27 11:38 


L25 


4090 


channel adi estimation 


US-PGPUB' 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11*38 


L25 


1428 


pilot adj symbol 


US-PGPUB; 

USPAT; 

USOCR 


OR 


OFF 


lOQSIOlin 11:38 


L27 


4090 


channel adj estimation 


US-PGPUB; 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11:38 


L28 


67309 


weighting 


US-PGPUB" 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11-38 


L29 


380 


L26 and L28 


US-PGPUB; 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11:38 


L30 


0 


despread$3 with cophas$3 with 
demodulat$3 with remdulat$3 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBi^_TDB 


OR 


ON 


2006/02/27 11:38 

t 


L31 


9028 


(searcher or (path adj search$2)) 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IB|V|_TDB 


OR 


ON 


2006/02/27 11:38 
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L32 


555 


(searcher or (path adj search$2)) 
with cxima 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWEIMT; 

IBM_TDB 


OR 


ON 


2005/02/27 11:38 


L33 


0 


"EP 1158708" 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2005/02/27 11:38 


L34 


32871 


first adj ((path search) or searcher) 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBiM_TDB 


OR 


ON 


2005/02/27 11:38 


L35 


995 


first adj ((path search) or searcher) 
and cdma 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:38 


L36 


784 


second adj ((path search) or 
searcher) and cdma 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2005/02/27 11:38 

1 


L37 


70 


second adj ((path search) or 
searcher) same cdma 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2005/02/27 11:38 


L38 


31 


second adj ((path search) or 
searcher) with cdma 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBI^_TDB 


OR 


ON 


2006/02/27 11:38 

i 


L39 


31 


(second adj ((path search) or 
searcher) witii pilot) and cdma 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IB|vi_TDB 


OR 


ON 


2006/02/27 11:38 

t 
! 
t 
j 
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L40 


1 


despread$3 with cophas$3 with 
demodulat$3 with remodulat$3 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IB|V|_TDB 


OR 


ON 


2006/02/27 11:38 


L41 


1 


(despread$3 or (de adj spread$3)) 
with (demodulat$3 or (de adj 
modulat$3)) with (remodulat$3 or 
(re adj modulat$3)) and (searcher 
or (path adj search$2)) 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT; 
IBM TDB 


OR 


ON 


2006/02/27 11:38 


L42 


8 


L17 and L16 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBI^ TDB 


OR 


OFF 


2006/02/27 11:38 


L43 


14 


L18 and L16 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM TDB 


OR 


OFF 


2006/02/27 11:38 


L44 


10 


L19 and L16 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


OFF 


2006/02/27 11:38 


L45 


9 


"2260227" 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:38 


L46 


70 


search$3 with feedback and cdma 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:38 


L47 


20 


(searcher or (path adj search$3)) 
with feedback and cdma 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:38 


L48 


6 


norio.in. and morihiko.in. and 
satoshi.in. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:38 
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f 

L49 


51 


"63677" 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBMJTDB 


OR 


ON 


2006/02/27 11:39 


L50 


37 


(searcher or (path adj search$3)) 
same feedback and cdma and pilot 
and information 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


LSI 


36 


feedbacl< same searcher AND cdma 
AND pilot AND information 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L52 


39 


feedback same (searcher or (path 
with search)) AND cdma AND pilot 
AND information 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L53 


20 


feedback same (searcher or (path 
with search)) AND channel adj 
estimation 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L54 


2 


"528381 l".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L55 


17 


((feedback or iterative) with 
(searcher or path with search)) 
AND cdma AND pilot AND 
information 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L56 


42 


((feedback or iterative or adaptive) 
with (searcher or path with search)) 
AND cdma AND pilot AND 
information 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 

i 

1 

1 

1 
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L57 


89 


((feedback or iterative or adaptive) 
same (searcher or patii with 
search)) AND cdma AND pilot AND 
information 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBIV|_TDB 


OR 


ON 


2006/02/27 11:39 


L58 


8 


first adj path adj searcher 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM.TDB 


OR 


ON 


2006/02/27 11:39 


L59 


4 


second adj path adj searcher 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBI^_TDB 


OR 


ON 


2006/02/27 11:39 


L60 


5 


(despread$3 or (de adj spread$3)) 
with demodulat$3 with remodulat$3 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 

i 


L61 


11 


(despread$3 or (de adj spread$3)) 
with (demodulat$3 or (de adj 
modulat$3)) with (remodulat$3 or 
(re adj modulat$3)) 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBiv|_TDB 


OR 


ON 


2006/02/27 11:39 


L62 


2 


L32 and (co adj phas$3) 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L63 


63 


(despread$3 or (de adj spread$3)) 
with (demodulat$3 or (de adj 
modulat$3)) with (remodulat$3 or 
(re adj modulat$3) or modulat$3) 
and (searcher or (path adj 
search$2)) 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L64 


3 


(despread$3 or (de adj spread$3)) 
with (demodulat$3 or (de adj 
modulat$3)) with (remodulat$3 or 
(re adj modulat$3) or modulat$3) 
and (searcher or (path adj 
search$2)) and ((feed adj back) or 
fedback) 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 
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1 L65 

1 


2 


"20050111487".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L66 


2 


"6721299".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L67 


21 


"1158708" 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L68 


46 


(second adj ((path search) or 
searcher) same pilot) and cdma 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L69 


34 


second adj ((path adj search) or 
searcher) and cdma 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L70 


2 


"6721299".pn. 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT; 
IBM TDB 


OR 


ON 


2006/02/27 11:39 


L71 


137 


L22 and L23 


US-PGPUB; 
USPAT; 
EPO- JPO- 
DERWENT; 
IBM_TDB 


OR 


OFF 


2006/02/27 11:39 


L72 


213 


L27 and L29 


US-PGPUB- 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11-39 


L73 


257 


L25 with L24 


US-PGPUB; 

USPAT; 

USOCR 


OR 


OFF 


2006/02/27 11:39 

i 
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L74 


751 


"korean patent publication" 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWEi\IT; 
IBI^_TDB 


1 OR 


OFF 


2006/02/27 11:39 


L75 


2 


"5719899".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBI^_TDB 


OR 


ON 


2006/02/27 11:39 


L76 

t 


2 


"6430166".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IB|vi_TDB 


OR 


ON 


2006/02/27 11:39 


L77 

1 


2 


"6389574".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBiv|_TDB 


OR 


ON 


2006/02/27 11:39 


L78 


2 


"20050195915".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L79 


2 


"6498805".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM.TDB 


OR 


ON 


2006/02/27 11:39 


L80 


2 


"20040234003".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L81 


2 


"6185258".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBI^_TDB 


OR 


ON 


2006/02/27 11:39 
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L82 


2 


"200302 10667". pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L83 


2 


"6411643".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:39 


L84 


335 


(feedback and ((path adj search) or 
searcher) and (multipath or (multi 
adj path))) 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:51 


L85 


2 


"5764687".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:52 


L86 

1 
i 


2 


"6370397".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:54 

i 
t 

t 

1 


L87 

! 


2 


"5109390".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:55 


L88 


2 


"5691974".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:57 

1 

t 

! 
i 

1 


L89 


2 


"5577025".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:57 
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j L90 

! 


2 


"6233456".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:58 


L91 


2 


"5835847 ".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 11:59 


L92 


2 


"5943606".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 12:00 


L93 


2 


"5945948".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 12:02 


L94 


2 


"6147981".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 12:03 

1 


L95 


3 


"5673259".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 12:05 


L96 


3 


"6731622".pn. 


US-PGPUB; 

USPAT; 

USOCR; 

EPO; JPO; 

DERWENT; 

IBM_TDB 


OR 


ON 


2006/02/27 12:05 

i 



2/27/06 12:08:30 PM 

C:\Documents and Settings\jtorresl\My Documents\EAST\Workspaces\defaultJAT09926089.wsp 



Page 11 



feedback "path search" multipath - Google Search 



Page 1 of 2 



drjatorres@gmail.com | Search History | M y Account | Si gn out 
Web Imag es Group s News Froogle Local more » 



feedback "path search" multipath Search 




Web 



Results 1 - 10 of about 208 for feedback " path search " multipath. (0.62 seconds) 



EP11 58708 Ntt european software patent - Path search method 
Therefore, one of the most important technologies in the CDMA system is a path search 
method for detecting multipath timings with a considerably high ... 
gauss.ffii.org/PatentView/EP1 1 58708 - 1 50k - Cached - Similar pag es - Remove result 

Path-Search Alg orithm Introducing Path-Management Tables for a PS .„ 
Generally, in a DS CDMA receiver, the received multipath fading signal s are resolved ... 1 
Path search performance and its parameter optimization of pi. ... 
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